
W-HPT PRO 3-15K
Three-Phase Grid-Tied with 2 MPPTs
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MODEL W-HPT-3KP W-HPT-6KP W-HPT-8KP W-HPT-10KP W-HPT-15KP

PRODUCT CODE 019796 019745 019797 019746 019747

INPUT / DC

Max. PV Power / Wp 4500 9000 12000 15000 22500

Max. Input Voltage / V 1000

MPP Voltage Range / V 150-850

Min. Input Voltage / V 150

Start Up Voltage / V 180

Nominal DC-Input Voltage / V 620

Max. Input Current / A 16

Max. DC Short Circuit Current / A 20

No. of Independent MPPT Trackers 2

No. of PV Inputs 2

OUTPUT /AC

Rated Power / W 3000 6000 8000 10000 15000

Max. Apparent AC Power / VA 3300 6600 8800 11000 16500

Rated Grid Voltage / Vac 380/400

Grid Connection 3L-N-PE

Rated Power Frequency / Hz 50/60

Max. Output Current / A 4,8 9,6 12,8 15,9 23,9

Cosφ 0.8ind to 0.8cap

THDi @ Rated Power <3%

EFFICIENCY

Max. Efficiency 98,40% 98,40% 98,50% 98,50% 98,50%

Med. Efficiency 97,40% 97,60% 97,60% 97,80% 97,80%

PROTECTION FUNCTION

Anti-Islanding Protection Integrated

Input Reverse Polarity Protection Integrated

Insulation Resistance Detection Integrated

Residual Current Monitoring Integrated

Output Over Current Protect Integrated

Output Short Circuit Protection Integrated

Output Over Voltage Protection Integrated

24h Online Monitoring Integrated

Surge Protection DC: Optional / AC: Type II

GENERAL DATA

Dimensions (W*H*D) / mm 465*352*130

Weight / kg 11,7 12

Noise Emission (Typical) / dB(A) <20 <20 <25 <25 <25

User Interface LCD & LED or LED

DC Connection Type MC4 MC4 MC4 (SUNCLIX, H4
optional

MC4 (SUNCLIX, H4
optional

MC4 (SUNCLIX, H4
optional

AC Connection Type Plug-in Connector included

Communication Wi-Fi Stick included

Cooling Method Fanless

Operating Ambient Temperature / °C -30 ~ +60

Allowable Relative Humidity Range / % 0 ~ 100

Max. Operating Altitude / m 2000 (>2000 Derating)

Degree of Protection (IEC 60529) IP66

Climatic Category (IEC 60721-3-4) 4K4H

Topology Transformerless

Stand-by Consumption / W <1 (Without night monitoring), <6 (With night monitoring)
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W-HPT 20-25K
Three-Phase Grid-Tied with 2 MPPTs

Features

Block Diagram
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MODEL W-HPT-20K W-HPT-25K

PRODUCT CODE 017736 017737

INPUT / DC

Max. PV Power / Wp 30000 30000

Max. Input Voltage / V 1000

MPP Voltage Range / V 150-900

Min. Input Voltage / V 150

Start Up Voltage / V 180

Full Load MPP Voltage Range / V 430-900 500-900

Nominal DC-Input Voltage / V 620

Max. Input Current / A 26

Max. DC Short Circuit Current / A 40

No. of Independent MPPT Trackers 2

No. of PV Inputs 4

OUTPUT /AC

Rated Power / W 20000 25000

Max. Apparent AC Power / VA 22000 25000

Rated Grid Voltage / Vac 380/400

Grid Connection 3L-N-PE

Rated Power Frequency / Hz 50/60

Max. Output Current / A 31,9 36,3

Cosφ 0.8ind to 0.8cap

THDi @ Rated Power <3%

EFFICIENCY

Max. Efficiency 98,6%

Med. Efficiency 98,2%

PROTECTION FUNCTION

Anti-Islanding Protectio Integrato

Input Reverse Polarity Protection Integrato

Insulation Resistance Detection Integrato

Residual Current Monitoring Integrato

Output Over Current Protection Integrato

Output Short Circuit Protection Integrato

Output Over Voltage Protection II (DC), III (AC)

Surge Protection DC: Optional / AC: Type II

GENERAL DATA

Dimensions (W*H*D) / mm 425*351*200

Weight / kg 20

Noise Emission (Typical) / dB(A) <45

User Interface LCD & LED or LED

DC Connection Type MC4

AC Connection Type Plug-in Connector Included

Communication Wi-Fi Stick Included

Cooling Method Smart Fan Cooling

Operating Ambient Temperature / °C -25 ~ +60

Allowable Relative Humidity Range / % 0 ~ 100

Max. Operating Altitude / m 2000 (>2000 Derating)

Degree of Protection (IEC 60529) IP65

Climatic Category (IEC 60721-3-4) 4K4H

Topology Transformerless

Stand-by Consumption / W <1
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W-HPT 30-50K
Three-Phase Grid-Tied with 4 MPPTs

Features

Block Diagram
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MODEL W-HPT-30K W-HPT-33K W-HPT-36K W-HPT-40K W-HPT-50K

PRODUCT CODE 018251 018252 018253 018254 018255

INPUT / DC

Max. PV Power / Wp 49500 49500 54000 60000 65000

Max. Input Voltage / V 1100

MPP Voltage Range / V 150-1000

Min. Input Voltage / V 160

Start Up Voltage / V 180

Full Load MPP Voltage Range / V 330-900 330-900 380-900 430-900 500-900

Nominal DC-Input Voltage / V 620

Max. Input Current / A 30 x 3 30 x 3 30 x 3 30 x 4 30 x 4

Max. DC Short Circuit Current / A 45 x 3 45 x 3 45 x 3 45 x 4 45 x 4

No. of Independent MPPT Trackers 3 3 3 4 4

No. of PV Inputs 6 6 6 8 8

OUTPUT /AC

Rated Power / W 30000 33000 36000 40000 50000

Max. Apparent AC Power / VA 33000 36300 39600 44000 50000

Rated Grid Voltage / Vac 380/400

Grid Conncetion 3L-N-PE or 3L-PE (if “AC Output T” on the display is set to 400V)

Rated Power Frequency / Hz 50/60

Max. Output Current / A 50 55 60 66,7 80

Cosφ 0.8ind to 0.8cap

THDi @ Rated Power <3%

EFFICIENCY

Max. Efficiency 98,7% 98,7% 98,7% 98,7% 98,8%

Med. Efficiency 98,3% 98,3% 98,3% 98,3% 98,4%

PROTECTION FUNCTION

Anti-Islanding Protection Integrated

Input Reverse Polarity Protection Integrated

Insulation Resistance Detection Integrated

Residual Current Monitoring Integrated

Output Over Current Protection Integrated

Output Short Circuit Protection Integrated

Output Over Voltage Protection II (DC), III (AC)

Surge Protection DC: Type II / AC: Type II

GENERAL DATA

Dimensions (W*H*D) / mm 580*435*242

Weight / kg 42,3 42,3 42,3 42,3 42,3

Noise Emission (Typical) / dB(A) <45

User Interface LCD & LED or LED

DC Connection Type MC4

AC Connection Type Plug-in Connector Included

Communication Stick Wi-Fi included

Cooling Method Smart Fan Cooling

Operating Ambient Temperature / C° -25 ~ +60

Allowable Relative Humidity Range / % 0 ~ 100

Max. Operating Altitude / m 2000 (>2000 Derating)

Degree of Protection (IEC 60529) IP65

Climatic Category (IEC 60721-3-4) 4K4H

Topology Transformerless

Stand-by Consumption / W <1
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W-HPT 80K
Three-Phase Grid-Tied with 6 MPPTs

Features

Block Diagram
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MODEL W-HPT-80K

PRODUCT CODE 019357

INPUT / DC

Max. PV Power /Wp 120000

Max. Input Voltage / V 1000

MPP Voltage Range / V 150-950

Min. Input Voltage / V 150

Start Up Voltage / V 180

Full Load MPP Voltage Range / V 420-800

Nominal DC-Input Voltage / V 620

Max. Input Current / A 6*32

Max. DC Short Circuit Current / A 6*50

No. of Independent MPPT Trackers 6

No. of PV Inputs 12

OUTPUT /AC

Rated Power / W 80

Max. Apparent AC Power / VA 88

Rated Grid Voltage / Vac 380/400

Grid Connection 3L-N-PE

Rated Power Frequency / Hz 50/60

Max. Output Current / A 133,7

Cosφ 0.8ind to 0.8cap

THDi @ Rated Power <3%

EFFICIENCY

Max. Efficiency 98,7%

Med. Efficiency 98,4%

PROTECTION FUNCTION

Anti-Islanding Protection Integrato

Input Reverse Polarity Protection Integrato

Insulation Resistance Detecti Integrato

Residual Current Monitoring Integrato

Output Over Current Protection Integrato

Output Short Circuit Protection Integrato

Output Over Voltage Protection II (DC), III (AC)

Surge Protection DC: Type II / AC: Type II

GENERAL DATA

Dimensions (W*H*D) / mm 677*539*281

Weight / kg 55

User Interface LCD&LED

DC Connection Type MC4

AC Connection Type Plug-in Connector included

Communication Wi-Fi Stick included

Cooling Method Smart Fan Cooling

Operating Ambient Temperature / °C -30 ~ +60

Allowable Relative Humidity Range / % 0 ~ 100

Max. Operating Altitude / m 3000 (>3000 derating)

Degree of Protection (IEC 60529) IP66

Climatic Category (IEC 60721-3-4) 4K4H

Topology Transformerless

Stand-by Consumption / W <2
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